Webb Chain Conveyors

Technical Selection Guide for Conveyor Components
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NOTICE:

This catalog is intended to illustrate the various Webb overhead conveyor components and their
application into a conveyor system. Environmental as well as many other conditions will vary with each
installation. Erkur Makine Company does not represent or warrant that adherence to any guidelines or
suggestions set forth in this catalog will necessarily result in proper selection, manufacture,installation
and/or maintenance of conveyor equipment and/or a conveyor system. Erkur Makine Company
disclaims responsibility for any equipment and/or system malfunction, property damage, personal injury
or any

other damages of any kind or nature, or violations of law resulting from component, equipment and/or
system

selection, design, installation, maintenance or operation

performed by a contractor, user or any other person. DESIGN CHANGES: Erkur Makine reserves the
right to change the design or construction of its products at any time without obligation for replacement
or refund on any products or parts thereof which may be in any customer's possession at the time such
changes become effective. In accordance with our established policy to constantly improve our
products, the specifications in this manual are subject to change without notice.
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Chain Conveyors

Technical Selection Guide
for Conveyor Components

Webb offers a complete line of 3", 4" & 6" components and accessories. Designed and built to industry
standards, these conveyors offer some of the most cost effective and versatile methods for moving
products from point to point and through manufacturing & processing operations.

These conveyors are easy to install and modify, and require minimum maintenance

when compared to their durability and load carrying capabilities.
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About Us

Erkur Makine is a strong company capable of making all needed investments with its own resources. The company improves and updates
its manufacturing capabilities by closely following technological developments.

Our company develops monorail conveyor solutions for material processing lines, logistic handling lines, assembly and painting lines and
any other processes related to manufacturing.

In addition, manufacturing efficiency is as important as quality from the point of view of Erkur Makine.
WHAT DO WE PRODUCE ?

* Overhead Conveyor Systems

* Chip Conveyor Systems

* Belt Conveyor Systems

* Silo Conveyor Systems

* Carrier and Conveyor Chains

* Non-standard chains, which are designed to your specific needs, according to the delivered technical drawings or your requirements.

Overhead Conveyor Systems

Overhead conveyor systems are the systems used to transport load on air. It is classified under three groups as self-driven and chain-
driven according to operating system.

1. Webb type overhead conveyors with ,3",4",6" trolleys and chains
2. Light, middle and heavy type, universal conveyors
3. Light, middle and heavy type, fivet type overhead conveyors
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Rivetless Chain

Rivetless Chain Features

Cluality Forged - Years of service and thousands of installations demion-
strate the success of Webb rivetless chain.

Chain components are drop-forged from high strength Microloy™ steel,
precision forged and finished, making them 20% stronger than components
made from standard carbon steel chain. Webb rivetless chain provides the
smoothest chain pin bearing surface in the industry, minimizing the initial
break-in pernocd.

Ferormance - Quality materials and construction minimize chain stretch
and maximize service life.

100% Inspection - Webb conducts 100% inspection of every X-452 and

X-878 link to verify hardness. In addition, every piece is subjected to on-ine All chain can be magnafiuxed upon request

dimensional inspection, and backed up by computerized data to satisfy our Rivelless chain is also available in AlS] BB42
stringent guality assurance standards. Alloy steel.

All chain parts are hardened to increase resistance o Weaar, cCormssion, Custom plafing can be provided on any size
abrasive action and shock loads. or siyle chain.

Cither chain sizes are available.

B
| 4 Assembled Weight & Ultimate Strength
— F Chain PariMo.  PariMNo. Inclutes: Assy Wt Awg. UlE St
i i | 235 20,000
i T X348 | 13612

ws| 102 18,144 ky
X458 | 13813 e 310 68,0008
ke 140 30545 ky
658 | 77408 LB 27 23000
K 12 773k
XETE | 13443 Le 83 1E00
wa| 204 56,700 ky

Chain Dimensions

Legend

P ... Nominal pitch Chain Paitdo. P X Fum Xa L D c B

X Height oFcenterlink x-348 [13612] 3 | ve [1see | 1 13w | vz fose] ne | s
E et ot chain x458 (13613 & [  |1zee| s [2ve | e | 2 [21m [1s02
Xa .. Height of chain at center o link 658 | 77408 & [1-184 [13ar | se |20 | 5@ [z [ 218 [ 1se
L ..... Overallength ofpin X-878 |13443| & |1eaz| Z |Zip7 |E | 1@ |34 a6z | e
D..... Diameter of pin X-348 (13612 76 | 19 | 27 | 13 | 4 | 13 | 43 | 13 | 0
C.... Length of fixt on center ink X458 [13613| 102 | 25 | 3% | %6 | & | % | 51 | 7 | 12
B ... Inside widith of center ink 658 |77488| 1532 | 2% | % | %6 | & | % | 5 | 7 | 12
N..... Trickness of side fink X678 |13443| 132 | 2 | &1 | 2 | 7@ | 2 | 8 | =5 | 19

* Average ulimate strength values are arithmetical averages determined from cument tensile test
data.
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Trolley Wheels

Standard Red Seal® Trolley Wheels

Standard frolley wheels are available with full ball complement
trolley wheels. The wheels have triple labyrinth s=als with
through hardened 52100 alloy steel races and ball bearings.

Smooth rolling
surface
|
Full \ _ Cap
contact - .
grease s=al
Through
(not shown) hardened
ﬁ_la;'sbear' Full Ball Complement Retainer Type
Trolley Wheel Trolley Wheel
Triple
labyrinth
seal
Throuah Standard full ball complement type whesls have a 41%
harde Eed greater load carrying capacity than the Retainer style. This
steel inner is reflected in longer bearing life. Because the full
race complement trolley wheel contains no retainer or retaining
ring in its assembly, it has become the preferred trolley
Throuah wheel for use in applications where mechanical compo-
han:lenged nents are regularly subjected to dirt, gnit, moisture, etc. Mo
outer race ratainer lessens the likelihood of trolley wheel “freeze-up”
due to the influx of contaminants. Maximum temperature
rafing is 450°F (232.2°C).
Opfional retainer type wheels have been developed
specifically for rugged conveyor applications. The wheel
contains & Conrad type single row precision beanng in
steel or composite retainer ring with components and
clearances designed for the most adverse conveyor
applications. This wheel has the lowest friction and
highest load rating possible for a ball bearing of this size
and style, ensuring lenger life and lower maintenance
under all conditions. This wheel has a maximum tempera-
ture rating of 200°F (83.3°C).
All wheels are available less the seals and inner caps for
open bearing cperation, when using injection or spray type
automatic oil lubrication.
Trolley Wheel Options
Optional Full Contact Grease Seals - Additional protec- Opfional Red Seal Guard™ - The Red Seal Guard is a
tion from outside contaminants can be provided by fitting contaminant resistant shield designed for use with the
Red Seal Trolleys with a full contact grease seal. standard Red Seal 4" and 6" trolley wheels. Zinc-plated

for extra protection against comosion, this shield is
recommended for trolleys that are subjected to extremely
dirty, gritty. or wet operating conditions.

This grease seal is mounted arcund the formed channel of
the Red Seal Guard and seats against the smooth inside
surface of the guard. Two seal materials are available: one
for ambient temperatures up to 200°F (93.3°C) and one for
high temperatures up to 450°F (232.2°C).
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Trolley Wheels

Convex Face Trolley Wheels

¥ Retainer | G800 a8 a0

3 | Full Comp.| 16011 | 38 | ., S

¥ Retainer | 6802 5/8 56

3" | Full Comp.| 18015 | 1/2° B0 Ves

4" Retainer | 15008 | 12" 1.41

4 Retainer | 15907 1" i 1.31

+ | Full Comp | 18011 | 1+ | T | 1R T

4" | Full Comp| 15217 | 1" 123

" Retainer | 15254 | 1" No

8" | Full Comp.| 15957 | 1" |4-15/16"|1-27/84" | 5.08

B | Full Comp.| 15884 | 17 ves
| wERRC |

N Retainer | 8800 9.5 007

3" | Full Comp.| 18011 9.5 50,13 e

El Retainer | B802 16.0 0.28

3" | Full Comp.| 168015 | 127 0.27

4" Retainer | 15808 | 12.7 0.64 Yes

4" Retainer | 15007 | 254 | . .50

4" | Full Comp.| 15911 | 254 0.58

4 Full Comp | 15917 | 254 0.55

" Retainer | 15054 | 254 o

a" Full Comp. 15957 25.4 125.4 a1 2.30

6" | Full Comp.| 15964 | 25.4 Yom

Flat Face Trolley Wheels

3 _|Full Comp.| 15018 112 2 1/8 53/54 B0
= i 1.06
4 Retainer BET2 1 5 15118 1 6/32
4" Full Comp.| 10214 1 1 11/64 1.44
g" Retainer | 15887 1 4918 | 12784 | 4.18
¥ Full Comp.| 18018 | 12.7 53.98 21.1 0.27
4 Retainer | 8572 | 254 = 0.4 048
4" | Full Comp.| 10214 | 25.4 ’ 20.4 0.85
8" Retainer ' 158687 ' 254 1158 36.2 1.80

Inweried or free trolley wheels require an inner cap with grease fitting.
Part numbers are: 3= whaal - £15230

4" wheel - #15820

Note:

6" wheel - #8240

‘fas

Yes

5180

16574

5105

5189

15574

5185

5189

16674

5195

5180

15574

5185

The trolley wheels described on this page are stock items. Custom wheel configura-
tions are available. Contact Webb Sales for further information.

Adres
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A = Bore Dia.
Retainer Type - Convex Face

© b

Full Complement - Convex Face

A = Bore Dia.
Retainer Type - Flat Face

A = Bore Dia.
Full Complement - Flat Face
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3" Overhead Trolleys

3" Trolley with 2-1/2" Drop
Chain SiZ€ ......ccoooiimiiciccceecas X-348

Trolley Center Spacing ................... 6" min. (152mm)

36" max.(914mm) 5-1/2"
(138.7mm)

Single Trolley Load Capacity ......... 2001b (91kg)
Load Capacity W/Load Bar ............ 400Ib 181kg)
- Forged carbon steel brackets
= Standard triple labyrinth seal construction R
- Rugged 2 bolit attachment connection

» Pressure type grease fittings
= Trolley wheels are riveted to the trolley bracket

Trolley assembly shown
with chain center link and
standard "H" attachment

2-21/84" 4518
‘—(59.1)-.
1-7/18" i
r T @85)
L B 5-1/2"
(1397)
_ &
EL‘;,? ]Z@S ] (476) 3
il @54)

NOTE: Two half troileys and two nut & bolt assemblies
are required fo make 3 compiete froliey assembly. # 3516 3" Load Bar A bly includes:

2 - #4106 "B" Attachments
# 4197 Bolt & Nut Assembly includes: 1-#4100 Load Bar

2 - # 5887 Spherical Washers

w
1-# 13424 Bolt j] 2 - # 8443 Tube Spacers
1-#57212 Nt 2 - # 56550 Slotted Hex. Nuts

2 - # 56085 Cotter Pins

B C D E F G

Trolley Load Wheel z Full Contact  Red Seal
Bracket Grease Seal
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3" Overhead Trolley Attachments

# 4195 "H" Attachment

This attachment is the most widely used trolley attach-
ment. It is a 2-piece formed steel construction suitable
for almost any type of hook, rack or tray.

RE:
- “75)
- [3B.1) 1508
1|I'4_.. b i
C¥ i | ¢ f‘lj/—zwssr DIA
1 - (3.3
ne k 1T N
-
{25_4J_I ; %-348
] G Chain
E—5-1147 {
(133.4) 3-8
/ (704}
172" DIA.
[13.5)
—s ane"
tar—l b= (143
22
Wi 44 b .20 kg
Adres

# 4193 "C" Attachment
This attachment is used when a carmier design
includes a clevis. It can also be used with a bent
rod hook to cammy light parts.

11/32" DIA. .
[B.7) 2"
TN 127
i "*_\ =
s I 1" -
- mia H|-x-34s
i Chain
538" Lo 8
nass) | e 1
Ta4) (47.8)
17/32° DIA
S— 135 M .
— i
—of 114" e 54}

Wi: 481b 22 kg
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4" QOverhead Trolleys

4" Trolley with 3-3/16" Drop

Chain Size e X458
Trolley Center Spacing .......ccccceeeeees 8" min. (202)
32" max. (B13)
Single Trolley Load Capacity .......... 4001k (181kg) 7-3M6"
Load Capacity W/Load Bar ._........... B0DIB (363kg) (175.3)

» Forged carbon steel brackets
= Standard triple labyrinth seal construction
» Rugged 2 bolt attachment connection

= Pressure type grease fittings

Trolley assembly shown
with chain center ink and

= Trolley wheels are swaged to bracket standard "H" ment

= Optional Red Seal Guard full contact grease seal

. 31 5172
@28) {122.7)

t::j @10

|
u 1-6M16"
@33) _
. # 1325 4~ Load Bar Assembly includes:
MNOTE: Two half trolleys and twe nut & bolt assemblies
are required to make 3 complete trolley assembly. 2 - #4221 "B" Attachments
1 - #4060 Load Bar
) 2 - #4004 Spherical Washers
# 4213 Bolt & Nut Assembly includes: 2 - # 6403 Tube Spacers
2 -# 56551 Slotted Hex. Muts
1~ #1172 Balt %:I 2 - # 56074 Cotter Pins
1 - # 56484 Mut
F TFD”E‘,I' Gptic:n Speciﬁcatic:ns

B C D E F G

172 Trolley Trolley Load Wheel I Triple Labyrinth FullContact  Red Seal

PartNo Bracket Type nner Cap Sedl Grease Seal Guard

3378 a7y Retainer fes fes Mo [ [+]
15308M1 3377 FC fes fes No Mo
15308 a3TT FC Mo RCH Mo Mo
74587 3377 FC Yes No Na Mo
15309 3377 FC MNo MNo Mo Mo
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4" Qverhead Trolleys

4" Trolley with 4" Drop

Chain Size oo X-458

Trolley Center Spacing ....oooeeeeeee.. 8" min. {203.2)
32" max. (B12.8)

Load Capacity .......ocoeceeneeniecencee 4001k (181Kkg)

Load Capacity W/Load Bar ............ S00I (363kg)

= Forged carbon steel brackets

= Standard triple labyrinth seal construction

= Rugged 2 bolt attachment connection

= Pressure type grease fittings

= Trolley wheels are swaged to bracket

= Optional Red Seal Guard full contact grease seal

Trolley assembly shown
with chain center link and
standard "H" attachment

314 E15a"
" (a26) {1202)

MOTE: Two half trolleys and two nut & bolt assemblies

are required to make a complete rolley assembiy.

# 4213 Bolt & Nur Assembly includes:

0w

1- # 11870 Bolt
1- # 56484 Mut

#1325 4 Load Bar Assembiy includes:
2- #4221 - "B" Attachments
1- # 4080 - Load Bar
2- # 4004- Spherical Washers
2- # G483 - Tube Spacers
2- # 56551- Slotted Hex. Muts
2- # 568074 - Cotter Pins

Trolley Option Specifications

Load Wheel T Triple Labyrinth Ful Contact  Ried Seal

Type Seal Grease Seal Guard

16843 10084 Retainer fes fes Nao Mo
14282 10884 FC fes fes No No
14282M1 10884 FC Mo fes No No
TTE8E 10984 FC fes Mo No No
BE183 10884 FC Mo Mo No No
TT485 10984 FC es es fes® ‘fes
B5244 10884 FC fes fes No fes

* High Temperature

Adres
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4" Overhead Trolley Attachments

# 4223 "H" Attachment # 4224 " Attachment # 4222 "C" Attachment
The most widely used trolley Used as a filler on intermediate tral- _UEE‘d when a l:.arrier design
attachment. It is a 2-piece leys that do not camy a load. includes a clevis. It can also
formed steel construction Also availabls in non-metallic be used with & bent rod hook
suitable for almost any type of material for noise reduction. fo carry light parts.

hook, rack or tray.

13/32° DIA 158" 1WA DA - -
(10.3) (32.3) 1332 DIA. 1516 103 e e
\ i oy - @3 T~ 15| | BF)
_ @3
24 [ T T + 7T ¥ i
[5&0] [T% Chain T aqm 2-1/8"
i T 17732 (135) = e } 3 '
. f?.'!:'g]l:* b ’11 75.2) {ﬁi.lil_l T § Chain 5-5/E" "5‘2”-' I F ___"i_Cha'“
(480) AT J'l 4 (25.4) = L ™29 21 L ﬁ:g’u}
I )iy I 524) :
_A 34 Rad H| ke—1118" 27.0) 1-34" - ]’ 4
173 . = a™ - = AR
na 12 sl k——11e" (175 4457 25) : /5':[:-‘
(135) - 216° DIA. "y g8~ 4"
'?ﬁ-;g_l (14.3) ”,5?1_?:" T 19.)
o Wit .50 Ib (.28 kg) Wt 47 Ib (.21 kg)

Wi 04 b (43 ka)
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Traction Wheel Turns

Traction Wheel Turn Features

Thils type of turn Is designed to keep the power
chaln & trolieys In proper allgnment when
negotiating horizontal turns. They are avalable In
30° 45", 90" and 180° Increments. Custom radil
and curve Increments can be Tabricated upon
request.

All traction wheel turns are constructed with a
separate mounting frame from which both the
conveyor track and the traction wheel shaft
mounts are supported. All tums are made of
solld plate construction for diameters up to 48°
(1219.2). For diameters over 428° (1210.2) a
spoke type construction ks used.

Although more expensive than roller turms,
fraction wheels require less malntenance,
provide smoother operation at higher conveyor
speeds, reduced chaln pull, and reduced chaln
wear. Traction wheals have a single lubrcation
point for easy maintenance. Traction wheel
turns are best sulted for dirty, commosive or high
temperature applications.

G WHEEL

Outside Wheal Diamater

§ cHaIN b=

Traction Wheel Dimensions

Pitch Diameter

Minimum Recommended Traction Wheel Diameters

Chain
Size
X-348 upto 187 247 18"
247 o 18"
30 36" 18"
X-458 upto 24” Kily 24"
32 36" 24"
X-678 12 kisy kg
24 42" 36"
kly 487 36"
X-34B | wpto 457.2 609.6 457.2
B09.6 762.0 457.2
162.0 014 4 457.2
X-458 | wpto 6006 162.0 600.6
8128 014.4 B600.6
X-678 3048 014 4 014.4
6006 1066.8 014.4
914.4 1219.2 914.4

Mormal Diameters

Chain Drop Plate Size Spoke Type

3" l-oeam / X348 | 5-1/27 | 139.7 iire 12.6 2127 | 635

24" to 487
4" lloeam ! X458 | 7-3/16 | 1826 | 116" | 687 Tl 175 |[3-3N6" B1.0 | goog to 17102 Over 48"
4" |-peam / X458 | & 203.3 | 1MN6" | 687 56" 17.5 4" 101.6 1219.2
4° |-beam [ X678 (7-7/167 | 188.9 1 25.4 14" 6.4 3-TM6"| BT.3 6" to 48"
6" l-beam / X678 ( 107 2540 1" 254 4 1016 | 914.4 10 1210.2
Special sizes and types of raction wheel fums can be fumished wpon request.
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Traction Wheel Turns

Three Bearing Styles

To cover a wide range of application
requirements, raction wheels are available
with either anti-friction roller bearings for
normal room temperatures or carbon
bushed bearings for use in ovens with
temperatures up to 450°F (232.2°C).

Two ample size roller bearings are pressed
into machined recesses in the traction
wheel hub, and are lubricated through the
hub cap. These bearings have a large
storage space for lubricant that extends the
time interval between required mainte-
mance lubrications.

Bearings are protected against entrance of
dirt or loss of lJubricant by adequate seals.
When properly lubricated, tapered roller
bearing hubs will operate efficiently in Webb Tapered Roller Bearing Hub
temperatures up to 270°F (132.2°C).

A removable shaft cast block type hub with

tapered roller bearings is also available.

Carbon Bushed Bearing

The heavy walled, carbon bushings
successfully resist temperaturas up to
450°F (232.2°C) with no lubrication
required, as graphite is a natural
lubricant. Carbon bushed bearings are
not recommended for applications
below 270°F (132.2°C).

Shaft Retaner Plate
Graphalioy Hub

Traction Whael

Retalner
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Roller Turns

Webb Roller Turn Features
Roller turn rolkers are designed to keep the power chaln & trofleys In proper alignment when negotiating horizontal turns.
They are avallable in 30°, 457, 90° and 180 segments. Custom radil and curve segments can be fabricated upon reguest.

A roller turn assemibly consists of a frame, |-beam rall, segment bar assembly and rollers. The frame Is 3 welded steel
construction designed to minimize deflection from chain pull. The roller segment bar assemoly |5 bolted 1o the frame. This
feature allows Tor easy replacement of either the complete roller assembly or Individual rollers.

Rollers are avallable with either ball or tapered roller bearings. When selecting conveyor system roller tums, be aware of
load to oad clearances on tums. Also, larger radll roller tums reduce friction and wear. They are recommended for
systems where heavy chain pull s encountered.

Minimum Recommended Roller Turn Radii

Chain  Recommended Traction Rodler Tum
Size Trolley Spacing Wheel Dia. Radirs
X-348 18" 28 18"
Rolter Turn Frame upte 24 0" 18"
30" 36" 18"
Segment Bar X-458 upto 24" 30" 24"
kry 36" 24"
X-678 12 36" 38"
"/Segmenl Bar Boit 24" 47" g
- 36" 48° 36"
' Roller Bolt |
& / X-348 | wpto 4572 609.6 457.2
5 600.6 T162.0 457.2
@ \\ 762.0 014.4 4572
l Rttt [——- X-458 | wpto BOOE T62.0 600.6
VSRS 8128 014.4 609.6
X-678 304.8 014.4 014.4
\ — Ban Bearing Roller 6006 1066.8 014.4
g "E»h;—@? a14.4 12192 0144
v T ——— Shakeproof Washer
——— Jam Nut

Two Bearing Styles Available

Ball Bearing Roller % Taperad Roller
Bearing Roller
Ball bearing roller turn
rollers nave laoyrintn
seals and are lubricated
with grease during
manufacture. Thesa

This neavy-duty roller
turn roller has precision

type tapered roller
bearings and full contact

NN

rollers can be used with .
elther plain boits or bolts j\
with grease fitings.

Adres

grease seals. itis
especlally designed for
heavy duty applications
using 4" ar 6" chain.

16
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Roller Turn Rollers

Roller & Roller Bolt Selection Guide

2-3/4" (69.9) Dia. x 5/8" (15.9) Bore
Ball Bearing Roller

S/E" Bore
]
2-318"
(50.5)
f .
1-15-16" £-316
ey (55.6)
» 1

#16493 Ball Bearing Roller

2-13/16"(71.4) Dia. x 5/8"(15.9) Bore
Ball or Tapered Roller Bearing Roller

513" Bore
T (15.9)
2-1316"
71.4)

T
2918 21316
(65.1) [71.4)

J_ | s— l

#16472 Ball Bearing Roller

#16490 Tapered Roller Bearing Roller
Mote: # 10216 dust caps sold separately

Bolt Options )
Bolt Options
#14172 #14185 #14179 #14180 #14181
BIE % 31T SIE x 3102 SIE" X 4- UE" SIE"x 4178 1z x 4-18"
(15.0% 88.0)
(15.9x83.9) (15.0x 104 8) (15.0% 104.5) (Z7x104 5
® »
Assy. Includes: Azzy Includes: Assy. Inchsdes: Assy. Includes: Assy. Includes:
0G24 pca 16487 ok 0577 mak 16468 Bal 7953 Bo
57015 S.P. Washer 57015 s5.R Washer 57015 5P Washer 57015 5.P. Washer 57014 5.P. Washer
BGS6T Jam Mt SE5GT Jam Nut 5E567 Jan Mut EE5ET Jam Mut EE5E3 Jam Mut
#14186 #14187 #16830 #14182 #14183 #16831
UEx 3z V2 x 3-UZ Spacer Uz e 4-108" N2 4118 Spacer
(12.7x33.9) (12.7x88.9) (1Z.7% 104.8) (12.7x104.8)
213 23
(54.9) [E9.5)
4
Allows 16493 Mow= 16472
raller to acoept 16400 roller
a1 (12.7) o ncoept.a
Ay, Inchudies: Assy. Inchudes: dia. bak. Assy. Inchedes: Assy. Inchades: 1Z dia. balt.
7964 Bok 16725 Hoh 16122 Boa 5200 Bok
ST014 5B Washer 57014 5., Washer 57014 5.5, Washer 57074 5.5 Washer
56563 tam Mut BESE3 Jam Mut 5E563 Jam Nut 56563 Jam Nut
17
Adres : Evren Mahallesi Kerem Sokak No: 17 Giinesli / ISTANBUL / TURKIYE

Telefon : +90 (212) 655 00 72 Fax :+90 (212) 655 80 72

Web
E-mail

: www.erkur.com

: info@erkur.com



http://www.erkur.com/

Roller Turns

21318
714

LN

2-13/16" (71.4) Dia. x 3/4" (19.1) Bore
Tapered Roller Bearing Roller

24" Bore
(19.1)

2480187 21316
[EE.1) 71.4)
#16580 Tapered Roller Bearing Roller

Mote: # 10215 dust caps 5ok separately

#14175
304" 5 4-114"
{18.1x 108.0)

AsEY. Includes:
10217 Boit
BT016 L Washer
HE5T0 Jam Mut

#4178
24" 5 4112
(18.1x114.3)

|t

Egj_
Azzy. InCluges:

16589 Bolt
AT016 L Washer
5&5T0 Jam Mut

Roller Turn Roller Bolts
For Tapped Segment Bars

_—

) a—#\Tapped Segment Bar Bolt

Tapped Segment Bar

#11816 #11817
BB % 3-11/18" BB % 3-11/16"
(15.8x83.7) {159 x83T)

= BN

Without
Grease Fiing

#11832 #11834
U4 x 16 24" x 31116
(10.1 % 82.7) (18,1 x 03.7)

— m—

With
Grease Fiting

withaut
Grease Fiting
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Roller Turns

X-348 Roller Tum

Roiller Bearing Type ............ Standard pL“-“m Part No. DDIEE:: Fh:l:rs b tkg
Roller Boit Dia. ............5/@" (15.7mm) 0658 | 307 2 20 36
Chain Drop .......... 2-172" (63.5) e |56 & 3 8 | 39
g5z | 00" | & o0 | 41

0850 | 180° [ 1Z | 185 | @4

Oe6E | 30° | 3 B0 | 36

| oeee | 45" | 4 B | 30

24" lggg2 | ooc [ 8 | 15 | 52

o660 | 180° [ 16 | 210 | 0%

067E | 300 | 4 Bs | 30

0676 | 457 | & oo | 41

- | o672 | oo° [ 10 | 136 | &1

0670 | 180° [ 20 | 245 | 111

OBEE | 300 | 4 o0 | a1

06EE | 45° | & 100 | 45

3 |oggz | oo° | 1z | 150 | &8

oge0 | 1800 | 24 | zo0 | 136

o718 | 14215 | 30° | 32 05 | 43

X-458 Roller Turn - aT16 | 14217 | 45° 4 110 50

Roler Bearing Type ............ Standard inaz 114213 gnuu 8 175 19

Rolier Bolt Dia. ............5/8" (15.7mm) g;;g 110‘3;1150 13%':1 'f 'ﬁg '52;

A - Chain Drop ........... 3-316" (80.9mm) o126 | 14820 | ase [E e 5

B - Chain Drop ............ 4" (101.Gmm) 30" | y722 |1oo7os| oo [0 T 195 | me

o720 [100711| 180° [ 20 | 345 | 156

0738 | 14501 | 30° | 4 10 | 50

. 0736 | 14601 | 45° [ & 135 | &1

A&B=4008 36 | 0732 13668 | 900 [ 1z | 215 | @@

0730 [100716| 180° [ 24 | 400 | 181

0748 |100712| 30° | & 130 | 59

0746 [100713| 45 | 7 180 | 82

42° | o742 00714 o900 | 14 | 280 | 113

i 0740 [100715| 180° [ 28 | 490 | 227

A= nggmﬁ 9758 |100640] 30° | 6 | 180 | 73

o756 |100700| 45° | @ 230 | 104

B=8 ] ag- | o752 |100841| oo° | 16 | 205 | 134

(203.2) o750 |100643| 180° [ 3z | 620 | 281

0768 |100717| 20° | 7 1095 | ga

o766 [100718| 45° | 10 | 245 | M

go- | 9762 |100m9| oo [ 20 | 30 [ 1717

A-3316 @mom UL o760 [100720| 180° [ 40 | B15 | 370

i G778 |[100721| 307 | B 770 | 100

o776 |100722| 45° | 12 | 285 | 129

| o772 100723 @00 | 2z | 380 | 163

A&B=2-116" (52.4) 2 | g770 |100724| 180° [ @8 | ©s0 | 431
19
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Roller Turns

X-678 Roller Turn

Roller Bearing Type ............ Standard
Roller Bott Dia. ............58" (15.7mmj)
Chain Drop ............ 47 (101.6mm)

F.Tl:“m Fart No. m R::r, b — ™
10868 kil 3 125 57
24 10866 | 45° 4 145 (&3]
10862 | 90° 8 220 100
10860 | 1807 16 365 166
10878 e 4 140 64
B 0 10876 | 45° 5 150 63
(152, 10872 | 900 | 10 [ 255 [ 116
10870 | 180° 20 470 213
10828 3n® 4 140 64
10 _ |1omes | 45° [ B 120 | B8z
(2540 | %" \q0se2 | oo [72 [ 285 | 129
10880 [ 180° 24 530 240
i 10808 k{1 5 160 13
”;'1_51 g |10896| 450 | 7 [ 195 | mg
10802 | 90° 14 310 141
1 10890 ( 1807 28 610 217
10008 kil ] 190 86
e 10006 | 45° 8 240 108
10002 | 90° 16 370 168
10900 ( 1807 32 T20 327

20
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Caterpillar Drives

Webb Standard Drives

The most Important component of 8 conveyor
systom |s the drive. Production depends on drive
rellaplity.

A caterplllar drive fransmits Its driving force to the
conveyor by means of a caterplllar chaln made of
precision steel rollers with driving dogs that mash
with the links of the conveyor chain. Caterplilar drives
are Installed along any horzontal stralght run of
track. Drives are avallable In both constant speed
and varlable spoeed deslgns.

Caterplilar drives are mounted an an inner fioating
frame that pivols around the reducer output shaft,
acting as a torque arm against the Mxed outer frame.
Compact coll springs counterbalance the normal
chaln pull and control the movement of the Noating
framea.

Increased chain tenslon due to heavier loading
Compresses the springs, which then changes the
relative posiion of the Moating frame to the Moed
frame. It excessive loading showld occur, the floating
frame will move to 1S overload point, Hpping a Imit
switch that will stop the drive motor, preventing
damage to the system.

Standard Drive Features Include:

+ All components are easily accessible
from one side without frame obstruction.

+ The rotary design will protect against jams
within the caterpillar drive assembly.

» Removable roller nest assembly

Optional Drive Features Include:
» Retractable Backup Bar

+ Heavy-Duty Backup Bar

+ QOutboard Roller Caterpillar Chain

» Central Lubrication System - Automatically
dispenses lubricant to specific areas.
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Backup Roller Assembly

Optional Grease Fitting

Bolt

Washer /
Roller

Standard Backup Bar Assembly

Backup bars support the
engagement of the drive
caterpiliar chain into the
conveyor chaln.
Assembly Inciudes:
#100371- Backup Bar (1)
#10694 - Backup bar studs (2)
# 56576 - Backup bar nuts (4)

Heavy-duty Backup Bar Assembly

-

Used in conjunction
= with an outboard roller
caterpillar chain. This
option is typically used
on high chain pull

conveyors.
e Assembly Inciudes:

#13332 - Backup bar (1)
#10694 - Backup bar studs (3)
#56576 - Backup bar nuts (6)

#13061 Retractable
Backup Bar

The optional retractable
backup bar Is a support
system for the backup bar
which allows the caterplllar
chain to be quickly disen-
gaged from the conveyor
chain. Retractable backup
bars are typlcally used on
conveyors utiizing backup
drive units.

Adres

Backup Roller

/ Mest

[P —————— 4

Caterpillar v o e oY aY g
Chain — = ===

e <1
R
Take-up

Sprocket

Backup Bar

Dirive Sprocket

Retractable Backup
Bar Assembly

Iiﬁ‘\_lﬁrank Handle For Retractable

Backup Bar Assembly

22
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Caterpillar Drive Components

Drive Chains

Webb caterpillar drive chains are avallable In four standard and two heavy-duty sizes. Drive chaln components are forged
from high carbon steel and heat treated for longer Bfe. The chain Incorporates a stralght side bar design which will not allow
the chain to collapse on Itself - a potential cause of drive Jams. Heavy-duty drive chalns are equipped with rollers on the
outboard side of the chaln links. This chaln Is used on systems with high chain pull.

Standard
Caterpillar Drive
Chain

Heavy-duty
Caterpillar Drive
Chain

See chart below
for part numbers
and specifications.

Rollers are attached to
chaln dogs as shown

Catrepillar Drive Chain Specifications

System Caterpiilar Standara Caterpiiar Outboard Roller
Chain Size Chain Length Dog Cantars Chain Assembly
X-348 10 3.05m 12 3.66m 8388 N/A
X-458 10 3.05m 8" 2.44m 8389 10781WS
X-678 10 3.05m 12" 3.66m 16185 16278WS
X-658 1 o 2.79m 12" 3.66m 19206 N/A
Drive Sprockets
Drive sprockets fransmit power from the motor reducer to the Type A o e 11 s
caterplilar chaln. Sprockets are 19 tooth, 2° pitch, with 12,1517 pitch {
diameter, for RC 160 chain. E
—
Drive Sprocket Specifications 6-3716" 57.1) Bore
Sprocket Part # Type Bore Diameter
BETO C 2-1n8" B1.0 12.15 Fitch Dia.
B671 C 2-15M18" 146
6672 C 3716 87.3 Type C SIEEN T af 118 2
6673 C 3-15M18" 100.0 _g
16133 A 1-314" 445 MJE;" ae
10578 A 6-1/4" 158.8 F
8776 offset 1-1616" 40.2 12.15 Pitch Dia. ~—’L 402 (a3

23
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Chain Take-ups

Take-up Features

These devices are used to provide a means of
compensating for chaln wear resulting In chaln
siretch.

Take-ups for overnaad conveyors consist

of a fxed outer frame and a moveanle INNer frame.
The Inner frame ks mounted on rollers and INCorpo-
rates two expansion sectons In the conveyor track.
The Inner frame rolls within the stationary frame
and Is gesigned to take up slack In the conveyor
chaln due to wear of stretch.

Take-ups can be furnisned with ither roller turns or
traction wheals. Roller turns are normally furnisned
with a continuous 1807 arc, but are avallable at an
opltional cost as a spread take-up where beo 90°
arcs are employed with 3 section of stralgnt rack 1
between them.

‘Webb take-ups are made In several styles. The Fitch
most common styles are spring and air types.
However, counterwelght types are avallable upon
request.

Traction 'Whael
Take-up

Travel —=|

Spring Take-ups a
Because the spring take-up Is automatic and
requires very Iitle malntenance, It is the most
popular. The spring type take-up & generally
satisfactory for non-reversing systems where It can
e located Immedlately beyond the drive or where a
relatively small amount of tension Is reguired.

Roller Turm
Taka-up

Air Take-ups .
Alr cylinder operated take-ups are recommended for -
conmveyors that require a constant take-up tenskon.

The tenskon In an alr operated take-up can be * B
readily adjusted at any time by regulating Travel —= |..-

thie alr pressure through the use of sulable air r

control valves. The alr operated take-up Is partlcu-  ME

larly advantageous where It must be located at B
some distance from the wnit.

Counterweight Take-ups Spread Radius — B
Counterwelght type take-ups can be furnished on
special order. On this type of take-up constant

tension I1s applied to the moveabls Inner frame by

means of counterwelghts through sheaves and — &E.
cables. | v

24
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Expansion Joints

Expansion Joints

A conveyor of any length usually requires expansion joints in the take-up to compensate for chain slack or elongation caused by
wear. They are used on all take-ups as the expandable link in the conveyor track.

conveyor passing through an oven must have an expansion

To compensate for expansion caused by oven heat, any B
joint. Assume 34" expansion per 100 ft (30.48m) per 100°F -_’ /’{

{37.7°C) termperature rise. Conveyor expansion joints should B |—“—'{_, 1
be installed in line with all building expansion joints. For L o
longer travel requirements, consult a Webb sales engineer. —"-I o
434 || T
i ) i ) (120.8)
3", 4" & 6" Oven Expansion Joint Dimensions a-7ia"
Part == A D (222 .8)
umper s Tl B C D E ‘LI—I
147174 | 3" kT I TS At | U o
13g000 | 47 12 | e |17 [11net| we 1

147173 Lin 12" ( aB" | 171" (118" | a8

| werRC J
147174 | ¥ | 95 | 64 | 508 | 222 | &4 = '
120000 | 4" | 127 | 05 | 476 | 270 | 95 :

147173 i 12.7 95 | 476 | 286 | 85
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Preventative Maintenance

Systematic care, inspection and service of equipment performed on a regular basis will lead the detection of minor problems.

Upon completion of erection of an Overhead Trolley Conveyor by the Erkur Makine and before operation of
conveyor, the customer’s Maintenance Department shall properly lubricate all moving parts. Many customers prefer
to use their own choice of lubricants and lubricating intervals. The following charts and suggestions are therefore
offered as a guide.

The Erkur Makine maintains millwright service to inspect and lubricate conveyors on a monthly control basis. A
quotation for this service will be made upon application.

Trolley wheel bearings receive a minimum application of rust-proof spindle oil at the factory for the protection
during shipment only.

Trolley wheels operating through bonderite, steam, elevated temperatures, caustic and abnormal conditions should be
baffled for protection and require special consideration. Refer to chart or your local lubricant specialist for
recommendations.

Trolley wheels operating in elevated temperatures (above 250 F, 121 C) should have an automatic lubricator of
positive connection type located a reasonable distance from oven exit to allow parts to cool down to approximately
200 F (93 C). Lubricators should apply a minimum of mist or fog of light penetrating oil that will leave a minimum
of residue.

Inspects as recommended for sluggish wheels, dry chain. Etc.

Sluggish or frozen wheels must be removed from the conveyor and thoroughly cleaned and inspected for later
replacement use. The cost of a new trolley is sometimes less than the cost of cleaning the components.

A quantity of spare parts should be on hand for replacement, especially half trolley assemblies, attachments and inner
caps.

To remove welsh plugs, pierce with a sharp tool and pry loose or remove lubrication fitting or force inner cap loose
with thin tool. Replace with new plug, which must be pressed in a place with a blunt tool.

Do not over lubricate, wheels running smoothly require no additional lubricant.

Trolley brackets that may become bent in service should be replaced. Do not attempt to straighten.

Chain should be lubricated at drive on slack chain side to ensure lubricant reaches bearing point of pin and link.
Traction wheels with carbon bushing must never be lubricated.

The floating type of drive is furnished with a chain pull indicator. Above normal (red zone) chain pull indicates a
possible lack of lubrication.

Check variable speed transmission belt for slippage.

I-beam track should be inspected at a regular intervals for wheel and peening of flanges at vertical curves and wear
on 1-beam webs.

Conveyor operating in extremely low temperatures should be allowed to run at reduced speed continuously overnight
to prevent freezing of lubricants.

Lubricants shown in chart on page 10.5, or equal are suggested.

DO NOT OVER LUBRICATE.

26
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Preventative Maintenance

Reliability of conveyors depends largely on sound maintenance procedures. Each conveyor should be thoroughly
inspecied at regular imervals and cormective measures should be taken to prevent major breakdowns and boss of
valuable production time.

If the log is maintained with sufficient information, a dual purpose will be accomplished. First, a record of trouble and
responsibility is available. Second, the log can be reviewed periodically; and changes 1o frequency of inspection
andfor maintenance mathods could be made. This would then, over a pericd of time, make the maintenance program
more effective.

A suggested log sheet form is shown below. I the same or similar roubles recur frequently, it is only kogical 1o

(1) maks more freguent inspections for the particular trouble, or (2) imvestigate changes which will prevent such
trouble. A written record of the kg form type will assist in evaluation much more than “word of mowth”.

IMPORTANT: Do not attempt to perferm maintenance or make adjustments on any equipment without first
consulting the service manual. Be sure the conveyor is always disconnected from the power source before
starting maintenance.

Maintenance Log Sheet

Date of Mechanics’

Comveyor Mo. | Inspection Result of Inspection Parts Replaced or Repaired Cause of Troubde Initials

27
Adres : Evren Mahallesi Kerem Sokak No: 17 Giinesli / ISTANBUL / TURKIYE
Telefon : +90 (212) 65500 72 Fax :+90 (212) 655 80 72
Web : www.erkur.com
E-mail : info@erkur.com



http://www.erkur.com/

N
N

N
-

% erkur;

Trouble-Probable Cause-Remedy Chart

Trouble

Frobable Causes

Remedy

CHAIN

Excessive chain wear.
{Maote: The chain will elongafe due fo

vmar_:mrsnmna.l waarand Is no
Tt of the system.)

Excessive slack chain.

Lack of lubrication.
Sluggish or frozen rolley wheals.
Roller turn roller frozen.

Obstruction in chain path.

Conveyor overloaded.

Chain growth through normal wear.

Lubricate chain.
Lubwicate or replace trolleys.
Replace roller tumn rollers.

Remaove obstruction and ramaowe
and replace chain if damaged.

Conveyor should not be loaded
beyond its designed capacities.

Adjust take-up and if necessary
remove links of dhain.

TROLLEYS

Sluggish or frozen trolley
wheels.

Residue accumulated from owver
lubrication.

Bearings cormoded or worm out.

Remove from conveyor and clean.
Remowe welsh plug to clean and press
on new plug with blunt tool_

Rieplace whesls.

Bent trolley brackets

Damaged in jam or by obstruction.

Remove obstruction and replace
damaged rolley bracket with new
bracket. Do not atempt to straighten
bent brackets.)

ROLLER TURNS

Sluggish or frozen roller tum
rollers

Dirt or grease residue.

Clean thoroughly or replace if bearings
are damaged. See lubrication chart.

I-BEAM TURNS

Excessive wear or peening of
flanges at wertical curves.

Excessive chain tension.

Adjust chain tension.

Excessive wear on |-beam Bent trolley brackets. Replace trolleys.
b
** Eccentric Loading. Load camiers symmerically.
28
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Trouble-Probable Cause-Remedy Chart

Trouble Probable Causes Remedy
TAKE-UP
Floating frame movement Spring compression, air pressure Reduce the spring. air or counter-
sluggish or frozen of counterseight load too great. weight loading.

Dry or damagead expansion joints. Lubricate if dry and replace with
mew expansion joints if damaged.

Guide wheels worm or frozen with Clean thoroughly or replace if
dirt and grease residue. WONTL

Decrease in conveyor speed Belt shppage Adjust balt untl smug.

Set screws on pulley are loose and Align pulley and tighten set screws.
causing pulley to rotate on shaft.

Drive stops Owerload Bmit switch Locate and eliminate cause of conveyor
jam and restart conveyor.
Power failure Check powsr supply
Excessi ise i Lack of lubrication Fill reducer with oil to oil level plate; or,
nzduue:w neEen if needed, change oil. Grease all fitings.
Oil leak Tighten all grease fitings and pipe plugs,
dlear breather wbe opening and add
Iubricant.
Worn or broken gear or bearing DCisassemble reducer and replace
damaged part.
Motor running above Conveyor chain pull excessive Inspact chain & trolley lubrication
normal temperature
Elactrical Inspeact electrical wiring and controls.
Bearing failure Inspect and replace motor.
Motor wentilation obstructed Clean motor of dust and dirt.
Slapping or pulsating Chain too loose Adjust drive take-up unit until chain is
caterpillar chain snug. (Do not remove any links of

caterpillar chain or dogs.)

Conveyor chain or caterpillar chain Replace
wiorn beyond use

Floating frames Obstruction Remove obstruction and repair or
sluggish or frozen replace any damaged eguipment.
Guide wheels worn or frozen with
dirt or grease residue Clean thoroughly or replace if womn too
badly.
29
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Lubrication Chart
Lubricant Guide for Operating Temperatures up to 250°F (121°C)
Sea local lubnication specialist for temperatures above 250°
Inspect Lubricant Remarks
60 Days
Chain of as required AGMA 23
Trolley Wheels MNLGI #2 Gr.”
Roller Tumn Rollers
Zerk Fittings MNLGI #2 Gr. Generally not used above 250°F
No Fittings SAE #30 0il
30 Days
Traction Wheels
Anti-Friction MNLGI #2 Gr. Mever lubricate carbon
Carbon Bush None bushed traction wheals
Miotor Sea Instrucions on motor
Transmission NLGI #2 Gr. or Oil Sea instructions on transmission

Countershafi Baarings MNLGI #2 Gr.
Reeves Vari-Pulley MNone Prepacked at factory
Caterpillar Chain SAE #90 Oil
Caterpillar Chain Dogs MLGI #2 Gr. Apply to face of Dog
Takeup Bearings MNLGI #2 Gr.
Idler Sprocket MNLGI #2 Gr.
Back-up Rollers SAE #30 Oil or
Migl #2 Gr.
Back-up Bar MNLGI #2 Gr.
Track MNone Inspect wear
Floating Frame Wheals MNone Prepacked
Reducers & Fitings 50° to 125°F
{10° to 52°C)
MLGI #2 Gr.
AGMA Sea instructions on unit
Gear Case #8 Comp. O™
For use with bronze
wWorm gear reducer
Adres : Evren Mahallesi Kerem Sokak No: 17 Giinesli / ISTANBUL / TURKIYE

Telefon : +90 (212) 655 00 72 Fax :+90 (212) 655 80 72

Web
E-mail

: www.erkur.com

. info@erkur.com



http://www.erkur.com/

.

= % erkup
T ¥
\ »

Oil Capacities

Dil Capacities For Drive Reducers

- Capacity
Reducer Shaft Position CALLONS  LITERS
B-300-62 Down 45 7.0 300 Ibs (135 Tkg)
Up 5 18.9
Diom g 341
A-375-8 400 Ibs (181 dkg)
Up & 22.7 e
Down 8 34.1
475- 675 Ibs (306.2
A-475-10 e o0re g (306.2kg)
A-575-12 Down 15.5 587 850 Ibs (430.9kg)
Up 18 68.1
Down 15.5 58.7
B-575-12 950 Ibs {430.9kg)
Up 18 5A.1 kg
Chowmu 3175 Ot 35
100 Ibs (49.4
0 ovx Up 275 26 (49 4k}
Do 1.5 L1
40 DVX 196 Ibs (B8 Okg)
Up 1.25 4.1 "
50 DVX Down £.25 85 316 Ibs (143.3kg)
Up 2 16
Primary Down 25 as
Siza A Primary Up 38 95 E10 Ibs (367 4kg)
Secondary Down 15 284
Secondary Up 3 11.4
Primary Down is 13.2
i Frimary Lp 45 170 B10 Ibs (367.4
Size B Secondary Down 10 37.9 (38T thal
Secondary Up B.5 24.6
Primary Down B 227
. Primary Up 10 3748
1330 Ibs (503.3
Size © Secondary Down 17 5A.2 (603.3ka)
Secondary Up 9 341
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Inspection Checklist

Suggested Inspection Checklist for Webb Overhead Trolley Conveyors

Chain

O Lubrication
O Excessive wear
O Slack Chain

Trolleys

O Lubrication

O Sluggish or frozen wheals
O Bent bracket

O Loose bracket bohs

I-Beam

O Wear and peening on flanges at vertical curves

O Wear on web at koad or unload points,
horizontal and vertical curves

O Obstacles on track imerfering with trolley path

Roller Turns

O Lubrication

O Roller bearing wear
O Roller face wear
O Loose roller bolts
O Loose bracket bolts

Takeup

Lubrication

Limit switches

Roller bearing wear

Roller face wear

Loose roller bolts.

Loose bracket bolts

Travel remaining

Spring (screw) adjustment
Expansion joint conditions
» Lubrication

» Wear

» Free movement

O Ease of floating frame trawel

oooooooon

Traction Wheels

O Lubrication
O Bearings
O Rim wear
O Chedk bolts
O Alignment

Drive

O Lubrication
= Cat chain
= Machinery components
« Bearings
= (Jil lewel in reducer

O Wear
= Cat chain
= Back-up bar
= Back-up rollers
= Cat unit sprockets

O Adjustments
« Cat unit take-up (Cat chain should be tight)
« Back-up bar
« Limit switch cut-off tripper bar

O Owerload condition
= Chain pull indicator reading in overload zone
= Motor or reducer running at excessive temperatune

O Belt drive condition
= Pulleys are aligned and set screws are tight
= Belts are in good condition and are not slipping

O Excessive oil leakage from reducer
O Loose mounting bolts
O Ease of floating frame travel

Safety

O Al applicable safety procedures followed
during inspection

O Proper installation of all safety devices
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Ordering Information

For prompt attention to your request, photocopy the following pages to use as a quote/order form.
Then, fax or mail your requirements to Webb Parts & Service.

MName Title

Company

Address

Clty State/Prov Country PostiZip
Preone: Fax E-Man®

* Your E-mail address will not be remted, sold or distributed to any outside party. This information is held confidential
and will only be used by the Jervis B. Webb Company to provide you with additional news and information.

Method of Payment:
0 Please charge to my credit card: 0 Visa 0 MarsterCard

Card # Exp.Date Signature

Purchase Order Number

Usa the form below for ordering stock items andior replacement parts with known part numbers.

J Quote O Order:

Part Name Part Number Oy. Part Name Part Number Oity.
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Chain Assemblies

To Oraer a Chain Assembly:
Complete the information requested bolow.
Reter to section 1 for chaln load ratings and Intermedlata chaln

X-348 Chain: O Quote O Order

& 10 section has 40 Side Links and 20 Center Links Trolley Size |:|
0 67 nszs
A1z Toteyrop [ ]
T o [ ]
Trolley Att.T;
024" ema ey pe
s 0 30 em Trolley Centers I:I
o 0 36" mas Mazimum Trolley Spacing
| Minimum Inter. Chain Att. Type
"1 Trolley Spacing - & ﬂTqJFlEimfl
Nzt

— Trollay Spacing - 36"

Number of 107 Lengths

X-458 Chain: 0 Quote O Order

A 10 section has 30 Side Links and 15 Center Links Trolley Size
08 'pEn Trollay Drop
016" o4
0O 24 g Trolley At Type
0 32" @zm Maximum Trolley Spacing Trolley Centers

Q

LY L

==

| Minimum
Trolley Spacing - 8°

Maximum
Trolley Spacing - 327

Inter. Chain Att.Type
(If applicabde)

Number of 107 Lengths

X-678 Chain: O Quote O Order

Ja00| O

A 10 section has 20 Side Links and 10 Center Links Trolley Size
Trolley Doy
O 127 o .
0 24" g Trolley At Type
0 36 mag Maximum Trolley i
() T Spacing Trolley Centers
r-1l
| Minimum Inter. Chain Att. Typa
Trolley Spacing - 12° (If appilcatie)
Maxzimum Number of 10
ooy Spocin - 3 mber of 10 enghs [ |
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Trolleys

Overhead Trolley Assembly: 0 Quote 0 Order
Compiete the Information requested below.

Inner Cap
OYes O No

Wheel Style

/ I-beam size

Optional Red Seal Guard

Reler 1o section 2.1 & Full Contact Grease Seal O Yes 0O No

for whaed styles

Trolley Bracket Size

2 Trolley Erackets must be
ordered to maka one roley assembiy.

Chain Size

Attachment Type

. Bracket Nut & Bolt
“H" Attachment shown. See saction 2 2 Nut & Bolt assembiies must be ordesed
for a complete roliey attachment isting to make one Trobey assembly.
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Drives, Takeups, Turns

Caterpillar Drives: O Quate O Order

O Owerhead Dewve O Ivverted Dive

O Constant speed [ Mechanically variable speed
Comveyor speed fpm)

Ibeam and chain size Trolley part na

Trollay Dvop Mickor size for without mokor)
Viohage __ Hestz____Phase & Molor requiremants

Optional featurea:

O Retractable backup bar O Heavy-duty backup bar
O Outhoard roller cat. chain O Automotive spec. motor
0 Central lubrication system 0O Invertor duty motor

O Brake Type

Chain pal

b d

Right hand Ledt hand

To determine the hand of the drive, look in the direction
of chain ravel,with the chain moving away from you. If
the caterpillar unit is to be placed on the right side of the
chain, it is a right hand drive. If &t is on the left side of
the chain, it is a left hand drive. Right hand drives will
be fumishad unless otherwise specified.

Refer o section 6.1 for minimum recommended Refier 1o section 6.8 for minimum recommendead
Traction Wheel diameters. Roler Turm radii.

Traction Wheel Turn: O Quote 0 Order Roller Turn: 0 Quote O Order

Fitch Diameter |:| Degree of Tum|___| av[ ] Radis [ | DegeeofTum[ | Ow[ |

Rollar Styls

2 Roller Baaring
L Tapared Roler

Bolt Style

Ly grease fRling
| WD reasa Nitting

= S

Cirop JI|'
I:I Chain Size
DOrop
Hub Baaring Styla: I:l_
O Roller Bearing 0 Dodge Hub 0 Carbon Chain Size
Traction Wheel Takeup: 0 Quote 0 Order Reller Turn Takeup: O Quote 0 Order
Type: O Spring QAr O Countenweight Type: [ Spring OAr O Counterweight

Fitch Diameter |:|Degee ufTuD ':Ilj'l:l Radiusl:| DegeedTunl:IDtjr.l:l
I-beaml:l Trolley Dmpl:l Chain ‘Sizel:l I-Beam I:I Trolley Drop. I:I Chain Sizel:l

—ar s P
Jamat _‘““x\g\ Roller Styls
Hub Bearing Styls Spread 1 1 (1 Raller B2aring 5
L Roller Bearing I:I [£] I— (1 Tapered Roller
L Dodge Hub ; .
LCarbon l . i _/ Bolt Styls IEl
—in B
1 VL= OWith grease Niting O B 1
L 1 WID greasa fiting
e Al e
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